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Specification

Part Number Type

7475
Orange SureLAN7 23/1awg 4pair SU/FTP 1000MHz <GL Approved> 
LSZH FireFighter® SHF-1 (IRM902)

Cable Design

Wire 	

	 Conductor	 Solid bare copper wire (23/1awg)

	 Insulation	 SFS-PE

Screened Pair 	 2 wires twisted to a pair

	 Screen	 Aluminium/polyester tape wrapped

Formation 	 4 screened pairs stranded

	 Pair Identification	 WH/BU - WH/OG - WH/GN - WH/BN

	 Braid	 Tinned copper wire braid

Outer Jacket 	 LSZH FireFighter® SHF-1

	 Diameter	 Ø 7,70

Application

Data cable for analogue and digital signal transmission for tertiary wiring in environments with 

increased electrical and mechanical requirements as well as for use in ships and offshore environments. 

GL approved. 

Use  :  IEEE 802.3: 10/100/1000/10GBase-T; FDDI, broadband, video, ISDN, ATM, Multimedia, PoE.

Applicable standards  :  EN 50288-4-1, IEC 61156-5, EN 50173-1, ISO-IEC 11801 2nd edition. approved 

by Germanischer Lloyd
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LSZH FireFighter® SHF-1 (IRM902)
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Electrical Data @ 20˚C

SureLAN 7  23/1awg 4pair SU/FTP 1000MHz <GL Approved> 
LSZH FireFighter® SHF-1 (IRM902)

Conductor loop resistance max. 	 14,5	 Ω/100m

Insulation resistance min. 	 5	 GΩ x km

Characteristic impedance

1-100 MHz 	 100±15	 Ω

100 - 250 MHz 	 100±22	 Ω

250 - 1000 MHz 	 100±25	 Ω

Transfer impedance max. 10 MHz 	 3	 mΩ/m

Mutual capacitance nom. 	 45	 nF/km

Relative propagation velocity ca. 	 0,78	 c

Screen attenuation ≤ 1000 MHz min. 	 85	 dB

Test voltage 	 700	 V-AC

Frequency 

(MHz)

Attenuation

(dB/100m)

NEXT 

(dB)

ACR 

(dB/100m)

ELFEXT

(dB/100m)

RL

(dB)

Nom. Nom. Nom. Nom. Nom.

1 1,7 105 103 95 25

4 3,2 105 102 93 28

10 5,2 105 100 92 30

16 6,5 105 98 91 30

20 7,3 105 98 90 30

31,25 9,4 105 96 86 30

62,5 13,6 103 89 82 30

100 17,0 100 83 77 30

155 22,2 98 76 73 28

200 24,3 95 73 70 26

300 30,2 93 71 67 25

400 35,2 90 55 64 24

500 39,1 87 48 62 23

600 43,5 85 41 60 23

800 50,0 83 33 56 22

900 55,2 81 26 53 21

1000 58,1 80 22 50 20


