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Satellite and Aerial*****

Smart Home System - Wiring Guide

Socket Outlet Required
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Virgin/BT/Satellite NOTES :
Most properties will require a wireless network installing to allow for the use of iPhones/iPads/Laptops etc.
Broad band Feed Keypads and iPod dock only required for hard wired systems including Nuvo Essentia, Gran Concerto etc.
) * For outdoor area, control keypad required in adjacent indoor area, kitchen conservatory etc.
ALARM PANEL*** ** For full heating Control integration the Heatmiser UH1 system with PRT-N network thermostats is required.

*** For full alarm integration, the Texecom Premier 24, 48, 88 and 168 systems. For partial integration the Risco CPX panel can be used.
**** Lighting Control integration can be achieved with a range of manufacturers. Please call for upto date list.
***** |f more than 2 x Sky Boxes are required or FreeSat is to be utilised in any zones a 5 Core down lead with Multi Switch maybe required.
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—— Coax Cable (CT100/WF100)

16/2 Speaker Cable (QED/SCP)

DAV1 Subwoofer Cable

SCP HNC-2/HNC-9 Smart Home Cable

CAT5e UTP (Excel/Beldon etc)

HDMI Cable (V1.4)

RG59+2 Shotgun CCTV Cable

Gate Control Box

Garage Door Floor Sensor
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THIS DOCUMENT IS FOR GUIDANCE ONLY. ALL ERRORS AND OMISSIONS EXCLUDED




